**SERVOS**

**STANDARD SERVO**
Digital high torque servo. Metal gears and bushing, 180° rotation. Servo arms and screws included. Dimensions: 40.7 x 19.7 x 42.9mm.
CAT # DCS-116
$9.20 each

**SG92R MINI SERVO**
TowerPro SG92R 9g digital servo. POM with Carbon fiber gears. 180° rotation. Teflon bushing. Servo arms and screws included. Servo Plug fits JR and Futaba "S" type connector. 23 x 12.2 x 27mm.
CAT# DCS-118
$4.75 each
10 for $4.50 each

**CONTINUOUS ROTATION SERVO**
Model DS04-NFC 360° rotation, standard size servo. For remote control projects. 40.8 x 20 x 39.5mm Servo Plug fits JR and Futaba "S" type connector that fits most receivers.
CAT # DCS-117 $9.50 each

**3-CHANNEL SERVO TESTER**
Connect up to three servos simultaneously to test and compare speed and reaction time without use of transmitter/receiver. Three modes of operation are manual adjust - servo rotates in conjunction with rotation of pot, neutral position - servo centers itself in neutral or middle position, and automatic "window wiper" - servo independently cycles back and forth. Power input 4.8 - 6 Vdc. 1.3" x 1.1" x 0.5" h. Mode select button. Ideal for RC hobbyists.
CAT# STR-110 $8.00
Reduced Price $6.00 each

**12A RC MODEL MOTOR CONTROLLER**
HobbyWing Skywalker Series 12A ESC. This motor controller is good choice for general R/C applications such as Airplane/Heli/Multi-copter projects. Full Protection Features: Low voltage cutoff protection / Over-heat protection / Throttle signal lost protection. Output: Continuous 12A, Burst 15A up to 10 Secs. Can be used with our 3-phase brushless motors.
CAT# SC-112 $12.75 each

**BRUSHLESS DC MOTORS**

**24 VDC BRUSHLESS DC MOTORS**
Powerful brushless motors originally designed for electric scooters. Great low-end torque. Built-in 30A speed controller. Requires 5KΩ potentiometer or Hall-effect throttle to interface with speed control.

**24VDC, 600W**
MAC-BMC P/N 12570
- No-load Specs: 2480 RPM @ 24.6 VDC, 3A 142 Kv
- Motor dimensions: 5.0" diameter x 3.2"
- Shaft: 0.48" diameter x 0.95" long
- 11" power cable - mates with 2-pin connectors like our CAT# CON-319
- 11" cable to motor speed control - 3-pin Molex type connector
- CCW - counter-clockwise rotation
- 3-bolt mounting pattern.
CAT # DCM-2460 $49.00 each

**24VDC, 300W**
MAC-BMC P/N 12500 2
- No-load Specs: 3650 RPM @ 25.0V, 1.78A 145kV
- Motor dimensions: 5.0" diameter x 2.4"
- Shaft: 0.31" (8mm) dia. x 0.60" (15mm) long
- 11" power cable - mates with 2-pin connectors like our CAT# CON-319
- 11" cable to motor speed control - 3-pin Molex type connector
- CW - clockwise rotation
- 3-bolt mounting pattern
CAT # DCM-2430 $44.00 each

**3-PHASE BRUSHLESS DC MOTOR**
- BEI # DIH23-30-013Z.
- Smooth, quiet, high-torque brushless DC motor
- 2.25" diameter x 3.0" long
- 0.25" diameter x 1" long shaft
- 5270 RPM with no load
- Built in speed sensor
- 7-15Vdc operating voltage.
- Spec sheet available in PDF format
Note: Requires a controller to function. See controllers (CAT# SC-120, SC-130 and SC-112) and servo tester (CAT# STR-110) for more information.
CAT# DCM-459 $16.95 each

**BRUSHLESS MOTOR**
- Rotor motor for model helicopter.
- 14mm diameter x 10mm.
- Shaft: 1.5mm diameter x 6mm.
- 10" (254mm) leads with Hitec connector.
CAT # DCM-504 $4.75 each

Most orders shipped within 24-48 hours.