SELF-FUSING RUBBER TAPE
Stretch and wrap self-fusing rubber tape for a moisture-tight, insulating seal on electrical connections. High resistance to salt water, steam and oil. Stretch a 2-3” piece of tape and wrap it spirally around the object with a 50% overlap. Can be removed easily without leaving any residue. 1” x 16.4’ roll.
CAT# SFT-5 $4.50 each

ALLIGATOR CLIP JUMPERS
5 test leads. 2” Clips.
CAT # HDTL-5 $2.75 each

SOLDERLESS BREADBOARD, 400 CONTACTS
Design and change circuits quickly and cleanly. Breadboards accommodate all sizes of dips and discrete components with lead diameters up to 0.032”. Interconnect with solid hook-up wire (#22 AWG recommended). Wires and components can be used and re-used many times without damage to board or components. 400 tie points. 300 contacts on main board and 50 contacts on each of two power distribution strips. Distribution strips are removable.
CAT # PB-400 $4.00 each
10 for $3.75 each

12 VDC ULTRABRIGHT WHITE LED, 5MM
Water-clear 5mm package. Clear in off-state. 12Vdc operation, built-in resistor. Operates at lower voltages with lower brightness.
CAT # LED-12WP 50¢ each
10 for 45¢ each • 100 for 40¢ each

ECONOMY PROJECT BOXES
Black ABS plastic project enclosure. Inter-locking lid secured with self-tapping screws. Interior slots for PC boards. Includes hardware.

<table>
<thead>
<tr>
<th>Dimensions</th>
<th>CAT#</th>
<th>1-9</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>3.95” x 3.02” x 1.60”</td>
<td>MB-173</td>
<td>3.00</td>
<td>2.75</td>
</tr>
<tr>
<td>5.3” x 3” x 1.9”</td>
<td>MB-113</td>
<td>4.50</td>
<td>4.00</td>
</tr>
</tbody>
</table>

TIME - TEMPERATURE - VOLTAGE METER
3 in 1 module -- clock, thermometer, voltmeter, using the DS3231 chip. Can display any one or cycle through all three. Power supply voltage: DC5.0 ~ 30V. Temperature range: -40 to 85°C, resolution 0.1°. Voltmeter range: DC5 ~ 30V. Dimensions: 40 x 13mm. Requires connector we suggest our CAT# CON-240. Requires power supply, any 5-30 Vdc 300 mA.
CAT # DCLK-1 $5.50 each

NEW ITEM
THROUGH-BEAM PHOTO-ELECTRIC SENSOR PAIR
SICK Optics WS15-D1130 / WE15-A1130. Photo-electric sender and receiver pair detects the presence of an object when the beam between the two is interrupted. When the beam is broken, the receiver produces a current that can be used to trigger an audio-visual signal or relay-operated device. 5 Meter range. Built-in LED alignment and power indicators. Modules are 38 x 21 x 16.2mm and can be front or side-mounted. Front-mount hardware is included. Operate on 10-30Vdc. Power supply not included. cULus.
CAT # OSU-1130 $15.00 $11.35 pair

NEW ITEM
HIGH VOLTAGE TASER COMPONENT
Converts 3.7 Volts to approximately 18,000 Volts. The main component in a taser/ stun gun, it creates quite a spark and a loud crackling noise when the probes are within 1/2” inch of each other. 1.35” x 1.55” x 0.31”. The output leads have pointed probes attached. Warning: Operate carefully!
CAT# HVS-01 $9.90– $7.50 each

NEW ITEM
6-24 VDC GEAR MOTOR, 1:84 RATIO
Hennkwell# PZ22GR9120R-084BBH Good quality 22mm diameter planetary gear brush motor. Smooth, quiet operation. Wide operating range, 6-24Vdc. Dual ball bearings. Rated 142RPM @ 24Vdc, no-load. 113 RPM with load. 6mm diameter x 14mm shaft with hole. 2mm diameter shaft at rear of motor. Overall length of motor and gearbox, 60mm. Solder lug terminals.
CAT# DCM-9120 $7.95 each