**ZIP CORD - 2-CONDUCTOR**

18 GAUGE, SPT-1, UL/CSA ZIP CORD
Black, 250’ roll.
CAT# 18B-250 $59.00 per roll

**CLEAR SPEAKER WIRE**

Polarity marking one side.

<table>
<thead>
<tr>
<th>AWG</th>
<th>CAT#</th>
<th>FT.</th>
<th>250 FT.</th>
</tr>
</thead>
<tbody>
<tr>
<td>16</td>
<td>CSW-16</td>
<td>.19</td>
<td>.12</td>
</tr>
<tr>
<td>14</td>
<td>CSW-14</td>
<td>.23</td>
<td>.15</td>
</tr>
<tr>
<td>12</td>
<td>CSW-12</td>
<td>.28</td>
<td>.18</td>
</tr>
</tbody>
</table>

10 ft. minimum order.

18 Gauge clear speaker wire --- 40 ft. roll
CAT# 18C-40 $6.00 roll

**TELEPHONE WIRE**

For use with crimp-on RJ11, RJ12 and RJ45 modular connectors. Color-coded.

<table>
<thead>
<tr>
<th>COND.</th>
<th>CAT #</th>
<th>50'</th>
<th>100'</th>
<th>1000'</th>
</tr>
</thead>
<tbody>
<tr>
<td>4</td>
<td>4CF</td>
<td>5.00</td>
<td>9.50</td>
<td>65.00</td>
</tr>
<tr>
<td>6</td>
<td>6CF</td>
<td>5.10</td>
<td>9.75</td>
<td>69.00</td>
</tr>
<tr>
<td>8</td>
<td>8CF</td>
<td>9.50</td>
<td>18.00</td>
<td>110.00</td>
</tr>
</tbody>
</table>

**SPECIAL, 4-CONDUCTOR ROUND TELEPHONE STATION WIRE, 50’**

Beige jacket, 24 AWG solid, color-coded conductors. Special price on 50’ pre-packaged roll.
CAT# 4C24-50 $3.95 each

**CO-AXIAL CABLE**

18 ga solid center. Black. Double shield, 100% foil shield, 60% aluminum braid.
CAT# RG-6U 50 feet for $10.00
250 feet for $37.50 (15¢ per ft.)
1000 feet for $120.00 (12¢ per ft.)

**RG-58/U COAX CABLE, 50 OHM**

BLACK. 20 gauge solid center, 80% copper braid shield, 50 ohm impedance.
CAT# RG-58U 50 feet for $17.50
100 for 34¢ per ft. • 500 for 29¢ per ft.

**RG-174 MINI CO-AX**

BLACK. 50 ohm impedance.
26 ga. stranded center. Braided copper shield.
CAT# RG-174 10 ft. $3.20 • 100 ft. $28.00
500 ft. $130.00 • 1000 ft. $228.00

**MICROPHONE CABLE**

2 CONDUCTOR SHIELDED
22 ga. stranded conductor. Braided copper shield. Flexible black PVC outer jacket. 0.23” nominal O.D.
CAT# MC-2 10 feet $4.50
100 feet $32.00 • 300 feet $90.00

2, 4 AND 5-CONDUCTOR JACKETED CABLE

Stranded. Unshielded. PVC jacket. Suitable for audio or control applications.
CAT#s 2C16UV and 2C14UV are audio-quality, high-strand-count. OFC (oxygen-free) cable with a specially formulated sun-resistant PVC jacket suitable for indoor or outdoor use in or above the ground. 10’ minimum.

**FLAT RIBBON CABLE, 0.05” PITCH**

0.050” pitch between conductors. 28 AWG stranded conductors. For use with IDC, insulation displacement connectors. 300V rating. UL, CSA.

**GRAY OR BLUE INSULATION**

3M 3365, Spectra Strip 191-2801-0xx, Alpha 3580/xx, Belden 9L280xx or equivalent.

**SHIELDED MULTI-CONDUCTOR CABLES 100% FOIL SHIELD WITH DRAIN**

For data communication, computer hook ups, audio and instrumentation. Stranded color coded conductors. Gray vinyl jacket.

<table>
<thead>
<tr>
<th>CAT#</th>
<th>COND.</th>
<th>GAUGE</th>
<th>O.D.</th>
<th>10’</th>
<th>100’</th>
<th>500’</th>
</tr>
</thead>
<tbody>
<tr>
<td>2CS22</td>
<td>2</td>
<td>22</td>
<td>.135*</td>
<td>2.40</td>
<td>22.00</td>
<td>95.00</td>
</tr>
<tr>
<td>3CS22</td>
<td>3</td>
<td>22</td>
<td>.150*</td>
<td>3.00</td>
<td>26.00</td>
<td>125.00</td>
</tr>
<tr>
<td>4CS22</td>
<td>4</td>
<td>22</td>
<td>.170</td>
<td>3.60</td>
<td>31.00</td>
<td>145.00</td>
</tr>
<tr>
<td>5CS22</td>
<td>5</td>
<td>22</td>
<td>.200*</td>
<td>4.00</td>
<td>36.00</td>
<td>155.00</td>
</tr>
<tr>
<td>10CS22</td>
<td>10</td>
<td>22</td>
<td>.264*</td>
<td>6.50</td>
<td>58.00</td>
<td>250.00</td>
</tr>
</tbody>
</table>