HUMIDITY & TEMPERATURE SENSOR The RHT03 (also known by DHT-22) is a

low cost humidity and temperature sensor with a
single wire digital interface. The sensor is calibrated and doesn't require extra components so
you can get right to measuring relative humidity
and temperature.
• 3.3-6V Input
• 1-1.5mA measuring current
• 40-50 uA standby current
• Humidity from 0-100% RH
• -40 - 80°C temperature range
• +-2% RH accuracy
• +-0.5°C

CAT# SEN-16

$10.95 each

PHOTOELECTRIC SENSOR, USED

Omron #E3F2-R2C4.
Retro-reflective proximity
sensor(reflects back upon itself).
NPN open-collector output. 2 Meter (6’) range.
Selectable, either light-on or dark-on control input.
Threaded, 18mm dia. x 62mm long, chemical resistant ABS resin case. 4-conductor, 4” cable. Two
plastic mounting nuts. UL, CSE, CE. Used,
removed from working equipment.

CAT# OSU-77

$3.00 ea. • 10 for $2.50 ea.

TEMPERATURE / HUMIDITY SENSOR
Digital temperature and humidity sensor
consists of a capacitive sense element
and a precision wet NTC temperature measurement device with a
high-performance 8-bit microcontroller connected.
Standard single-bus interface,
the system integration becomes
simpler and quicker. Small size, low power
consumption, signal distance up to 20 meters,
making it suitable for a wide range of applications.

CAT# SEN-4

$3.95 each

IR BEAM PHOTODETECTOR

NEW

Seco-larm Enforcer E-961-S50TB.
Easy-to-install. Provides an
invisible infra-red beam that,
when broken, sends a signal
to activate a light, beeper or
other device. Sensing range
up to 50ft. Perfect for use as
a door or window monitor, retail store alert or other
access control system. Weather-proof. For normally-open or normally-closed operation. Requires
two 12 Vdc power supplies, not included (CAT#
PS-1251 or similar). Mounting hardware included.

CAT# PIR-8

$16.95 each

CARBON MONOXIDE AND
ALCOHOL SENSORS

Easy-to-use, high-sensitivity and fast
response time. Output is an analog
resistance based on gas concentration.
16.8mm x 9.3mm high. Can be used
with breakout board, CAT# SEN-BB.

CARBON MONOXIDE SENSOR
Detects gas concentrations from 20 to 2000 ppm.

CAT# SEN-7

$7.25 ea. • 10 for $6.53 ea.

CAT# SEN-3

$4.95 each

ALCOHOL SENSOR
Detects concentrations from 25 to 500 ppm.

92

Simple breakout board for the
CAT#s SEN-3 and SEN-7 gas
sensorsabove. 16.8mm diameter.

CAT# SEN-BB

95¢ each

PHOTO-DIODES

QSE773, side-looking photo-diode.

CAT# PD-7 3 for $1.00
100 for 25¢ each

Perkin Elmer VTP8651.
Two pin dip package. Arrays can be
formed by positioning devices side by side.
4.62mm x 4.11mm x 1.07mm deep.

CAT# PD-6

3 for $1.00 • 100 for 24¢ each

PHOTO-TRANSISTORS

Ledtech # LT9593-91-0125.
Water-clear T 1 3/4 w/ flat face.

CAT# PTR-1 2 for $1.30
50 for 50¢ each

EETP140. Three-lead side looking
optoelectronic device. 0.14" x 0.16" x
0.11" thick. Raised 0.05" diameter lens.

CAT# PTR-2

4 for $1.00

Rohm #RPT-38PB3F.
Top-view NPN silicon planar
phototransistor. Visible light filter to minimize stray
light interference. T1, 3mm dia. package.

CAT# PTR-4

2 for 80¢

THERMISTORS

NTC – Negative Temperature Coefficient.
Resistance drops as temperature increases.

10K OHM NTC THERMISTOR

5mm epoxy coated disc. 500mW max power
rating. -20 to 125C operating temperature.

CAT# TNR-103 65¢ each
10 for 55¢ each • 100 for 40¢ each

10K NTC TEMPERATURE SENSOR
Gold-plated 3mm dia. x 14.5mm long probe
compresses, with spring-return, into a
4.2mm diameter x 9mm long collar. Removed
from new equipment in excellent condition.

CAT# THM-43

$1.00 each

PTC THERMISTOR, 80 OHM

Murata # PTH9M0480222TS2333.
80 Ohms at room temperature. 6.5 x 5.5 x
2.7mm body. Ring terminal for mounting.

CAT# TNR-80

$1.50 each

PTC THERMISTOR/
TEMPERATURE SENSOR

Epcos B59901-D0080A040. 100 Ohm @ 25°C.
Designed as a 80°C limit temperature sensor.

CAT# TNR-100

$1.50 each

INRUSH CURRENT
SUPPRESSOR, 3.9 OHM

Murata # NTPAD3R9LDNB0. 3.9 Ohm NTC
thermistor. Current rating: 3.3A. Voltage: 264V.

CAT# TNR-3.9

65¢ ea. • 150 for 40¢ ea.

VISIT OUR ON-LINE STORE WWW.ALLELECTRONICS.COM

